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General Print & Copy Speed 25 ppm (A4)
14 ppm (A3)
Warm-up Time Approx. 20 seconds
Paper Size & Weight Cassette: A4, 64-80 g/m?
Bypass: A5R-A3, 52-163 g/m?
Paper Capacity 1 x 250 sheets (Cassette), 50 sheets (Bypass)
Max. 300 sheets
Inner Output Tray 100 sheets
Memory 128 MB
Interface High Speed USB 2.0
Dimensions (W x D x H) 390 x 540 x 402 mm
Weight ~21.5kg
Platen Cover Standard
Print Resolution Max. 2,400 x 600 dpi with smoothing
Page Description Language Graphic Device Interface
Supported Systems Windows 8/7/Vista/XP/Server 2008/Server 2003
(32/64 bit), Server 2012/Server 2008R2 (64 bit)
Print Functions A3-printing via bypass, 2-sided printing (re-feed
via Bypass or Cassette), multiple pages per sheet,
Toner save mode
Scan Resolution Max. 600 x 600 dpi (8 bit per colour channel)
Scan Speed Colour: up to 7 ipm (300 dpi)
B&W: up to 25 ipm (300 dpi)
Scan Modes Colour, Greyscale, B&W
File Formats Depends on TWAIN compatible application
Scan Functions A3-scanning via Automatic Document Feeder?,
Local TWAIN scan
Copy Resolution Scan: max. 600 x 600 dpi
Print: max. 2,400 x 600 dpi with smoothing
First Copy Output Time Approx. 7 seconds
Zoom 25-400%
Copy Modes Text, Text/Photo, Photo, Background erase
Copy Functions A3-copying via Automatic Document Feeder”
and bypass, ID card copy, Edge Erase,
2-in-1/4-in-1 mode, Auto sort?
System & System Features Internal toner recycling, Energy saving modes
Security

otherwise mentioned.

Productivity and paper specifications are related to a paper size of A4 and a paper weight of 80 g/m? if not

OPTIONS

AUTOMATIC DOCUMENT FEEDER -
MR-2021

50-sheet capacity, A5SR-A3, 50-104 g/m?
Supports A3 scan and copy jobs

FRONT COVER CUSTOMISATION KIT -
KK-2505

Grey-coloured output tray, front cover
and two side covers

" Optional
2 Requires Automatic Document Feeder
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